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Spectrum Test Report

1.0=73.739mW/nm
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Spectrum CIE1931 EVERFINE

x = 0.3070 y = 0.3241

CCT = 6871K

Color Parameters:
Chromaticity Coordinate:x=0.3070  y=0.3241/u'=0.1957 v'=0.4648

CCT=6871K(Duv=0.0036) Dominant WL:Ld =487.1nm WL:Lc = --nm Purity=9.6%

Ratio:R=13.0% G=81.8% B=5.3%　Peak WL:Lp=449.4nm  FWHM=21.2nm

Render Index:Ra=81.7   AvgR=74.1

R1 =80 R2 =84 R3 =86 R4 =83 R5 =81 R6 =79 R7 =88 

R8 =72 R9 =8 R10=62 R11=82 R12=56 R13=81 R14=92 R15=76 

Photo Parameters:
Flux  = 2055 lm   Eff. : 83.20 lm/W  Fe  = 6.770 W

Electrical parameters:
V = 219.59 V     I = 0.2171 A    P = 24.71 W PF = 0.5181

LEVEL:OUT        WHITE:ANSI_6500K

Status:  Integral T = 1000 ms  Ip = 42422 (65%)

Model: Number:三色窄边明装无边框24W 6500K 白底盖 
Tester:DAMIN Date:2023-07-31 15:15:43
Temperature:25.3Deg Humidity:65.0%
Manufacturer:EVERFINE Remarks:
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Spectrum Test Report

1.0=54.469mW/nm
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Wavelength(nm)
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x = 0.3623 y = 0.3598

CCT = 4425K

Color Parameters:
Chromaticity Coordinate:x=0.3623  y=0.3598/u'=0.2199 v'=0.4911

CCT=4425K(Duv=-0.0024) Dominant WL:Ld =579.2nm WL:Lc = --nm Purity=16.7%

Ratio:R=17.6% G=78.5% B=3.9%　Peak WL:Lp=450.5nm  FWHM=20.6nm

Render Index:Ra=84.7   AvgR=78.6

R1 =84 R2 =90 R3 =92 R4 =85 R5 =84 R6 =84 R7 =88 

R8 =71 R9 =22 R10=74 R11=84 R12=61 R13=86 R14=96 R15=80 

Photo Parameters:
Flux  = 2221 lm   Eff. : 95.31 lm/W  Fe  = 7.021 W

Electrical parameters:
V = 219.61 V     I = 0.2074 A    P = 23.30 W PF = 0.5115

LEVEL:OUT        WHITE:ANSI_4500K

Status:  Integral T = 1000 ms  Ip = 34760 (53%)

Model: Number:三色窄边明装无边框24W 4000K 白底盖 
Tester:DAMIN Date:2023-07-31 15:17:36
Temperature:25.3Deg Humidity:65.0%
Manufacturer:EVERFINE Remarks:
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Spectrum Test Report

1.0=39.257mW/nm

350 513 675 838 1000
Wavelength(nm)
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Spectrum CIE1931 EVERFINE

x = 0.4314 y = 0.4035

CCT = 3091K

Color Parameters:
Chromaticity Coordinate:x=0.4314  y=0.4035/u'=0.2472 v'=0.5203

CCT=3091K(Duv=0.0006) Dominant WL:Ld =582.2nm WL:Lc = --nm Purity=50.6%

Ratio:R=22.2% G=75.6% B=2.2%　Peak WL:Lp=601.1nm  FWHM=136.3nm

Render Index:Ra=81.4   AvgR=75.0

R1 =80 R2 =88 R3 =95 R4 =81 R5 =79 R6 =84 R7 =84 

R8 =60 R9 =5 R10=72 R11=80 R12=66 R13=81 R14=97 R15=73 

Photo Parameters:
Flux  = 1975 lm   Eff. : 81.67 lm/W  Fe  = 5.990 W

Electrical parameters:
V = 219.61 V     I = 0.2158 A    P = 24.18 W PF = 0.5103

LEVEL:OUT        WHITE:ANSI_3000K

Status:  Integral T = 1000 ms  Ip = 36087 (55%)

Model: Number:三色窄边明装无边框24W 3000K 白底盖 
Tester:DAMIN Date:2023-07-31 15:18:34
Temperature:25.3Deg Humidity:65.0%
Manufacturer:EVERFINE Remarks:


